
QikFit Genie

Our QikFit GENIE In-Surface unit in combination 
with QikFit System modules is a perfect solution for 
meeting tables when maximum functionality at an 
economical price is required.

The polycarbonate moulded QikFit GENIE unit 
incorporates a hinged lid which when open reveals a 
large power and data compartment with cable storage 
area. Twin cable ports allow the lid to be closed when
in use neatly concealing plugs and cables.

QikFit GENIE can be fitted with either 4 power 
sockets, or 2 power sockets and TUF A+C charging 
ports, plus up to 4 keystone outlets, plus VGA & 
Stereo.

USPs

• Ability to be fitted by one person
• Unique locking arm mechanism
• TUF A+C option



*See website for more

QikFit  2G Swiss

QikFit 2G Schuko QikFit 2G French/Belgian

QikFit  TUF A+C 
Charger

Blank HDMI Audio Data VGA

QikFit  2G UK UnfusedQikFit 2G UK Fused

QikFit 3G Schuko

Construction
Polycarbonate box and lid

Power Entry/Exit
Male Wieland GST18i3 connector for connecting an 
OE starter or interconnect cable

Quality and Testing 

All QikFit GENIE units are manufactured using 
ISO9001 quality controlled components and practices 
and are 100% tested before dispatch:
• Visual   -   Configuration and appearance.
• QikFit Power – continuity, polarity, insulation & 

earth.
• QikFit TUF  -  Output voltage and resistance
• Data/AV     -  All sockets continuity tested with 

batch performance testing
“We test every pin on every connection in every 
socket”

Installation
QikFit Genie can be installed into surfaces 18-30mm 
thick. The Integrated locking arm system  avoids the 
need for screws and below surface access.

Soft Wiring:
Wieland GST connector allows starter cables to be 
changed to suit requirements, especially useful during 
moves and changes (CHURN).

Soft Wiring (Data/AV):
As well as soft wired power, QikFit GENIE can 
be supplied with pre-fabricated (100% end-of-line 
tested) fly leads for data (CAT5e, CAT6, CAT6A) and 
AV connections thereby providing a complete ‘plug 
and play’ soft wiring solution. If necessary, branded 
data can be accommodated to retain full channel 
warranties.
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QikFit Genie Dimensions

QikFit Genie Cutout Dimensions

Common Modular Components* Configuration
QikFit GENIE is available in Power only / Data only / 
Combined (Power, TUF, Data & AV)

Colours

Black or White RAL9003


