
USPs

• Quick & easy to install

• Optional under desk caddy

• Cable guides prevent damage

• TUF A+C option

QikFit TARDIS

Our QikFit TARDIS in surface unit is perfect for 

meeting tables needing 360° user access to power 

and data sockets and can now have the option of

accepting QikFit system power USB charging and 

Data/AV modules.

QikFit TARDIS combines a flush aluminium twin 
hinged lid assembly which when open reveals 

a sturdy powder coated steel power and data 

undercarriage with cable storage area. The 

integrated brush strip and cable management 

system allows the lids to be closed whilst the 

TARDIS is in use.

The compact QikFit TARDIS 25 unit configured with 
two power sockets, USB charging ports and Data/

AV outlets is ideal for small meeting tables, whilst 

for larger tables the QikFit TARDIS 45 unit with four 

power sockets, two USB charging ports, and up to 

five Data/AV outlets will meet most requirements.
QikFit TARDIS is available in two sizes; QikFit 

TARDIS 25 and the larger QikFit TARDIS 45.



Common Modular Components* Configuration
The QikFit TARDIS 25 can be fitted with the following 
QikFit module combinations, in each of the two stacked

apertures:

• 1 x QikFit 2G power module (+ QF3 spacer) or

• 1 x QikFit TUF plus 2 x QF5 Data/AV modules or

• 5 x QF5 Data/AV modules

The QikFit TARDIS 45 can be fitted with the following 
QikFit module combinations, in each of the two stacked

apertures:

• 1 x QikFit 2G power module (+ QF3 spacer) plus 4 x 

QF5 Data/AV modules or

• 1 x QikFit 3G power module (+ QF3 spacer) plus 2 x 

QF5 Data/AV modules or

• 2 x QikFit 2G power modules* or

• 1 x QikFit 2G power module (+ QF3 spacer) plus 1 x 

QikFit TUF module, 1 x QF5 or

• 9 x QF5 Data/AV modules

*Locking clips must be removed before assembly

Colours:

Frame and lid: Natural anodised aluminium

Power/data undercarriage: White RAL 9003 

Construction
Frame & Lid: Anodised aluminium extrusion plus 

moulded polycarbonate end caps

Power/Data undercarriage: Powder coated mild steel

Mounting
Integrated screw clamps for installation in surfaces 13-

30mm thick

Power Entry

Power/USB modules have GST 18i3 male connectors

for connection of an OE starter lead or GST interconnect

cable.

Extended units
Extended Tardis aluminium lid units are available to 

special order in a range sizes up to 1500mm long, a 

matching number of Q25 and Q45 steel undercarriages 

fitted with QF modules then providing a full length high 
density power and data unit.

QikFit TARDIS Cutout

QikFit TARDIS Dimensions
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Cutout dimensions

TARDIS QF25 210.0 203.00 150.00 146.00

TARDIS QF45 293.0 286.0 150.0 146.0
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The QikFit TARDIS undercarriage can be provided 

separately to accommodate desks with built in lids

*See website for more

QikFit  2G Swiss

QikFit 2G Schuko QikFit 2G French/Belgian

QikFit  TUF A+C 

Charger

Blank HDMI Audio Data VGA

QikFit  2G UK UnfusedQikFit 2G UK Fused

QikFit 3G Schuko

QikFit TARDIS 25 QikFit TARDIS 45

technical


