
PRODUCT  DATA  SPEC I F ICAT ION

Material

M.F.C.
Top panels are manufactured from 36mm Thick M.F.C.  
Top with 2mm thick impact resistant ABS edging.

Equipment cabinets are manufactured from mild steel  
sheet and tube construction.

All metalwork is coated in a durable epoxy powder  
coated finish.

Considerations

•  Offered in a range of sizes and foot prints see price guide.
•  Available in 2 heights sit height and standing height.
•  Can support monitors up to 42” (not supplied)
•   Comes complete with front and rear equipment cabinets 

connected by a service duct.
•   Various surface power and data options available mounted 

in a fascia plate just below the monitor.
•  Supplied with a 6 gang power socket with a 3 meter power 
 lead fitted in to rear equipment cabinet.
•  Delivered partially assembled.

Technical Information
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Environment

Quality

100% Recyclable

Guarantee

Dimensions

Work Surface

BS EN 15372
LEVEL 2

BS EN ISO
14001:2004

BS EN ISO
9001:2008

10 Year
Guarantee

Maximum Load 
Evenly Spread 128kg

Stand Height (Poseur) - 1040h

Sit Height (Dining) - 740h

iMED IA

iMedia units are tables designed for collaborative 

work, presentations and informal meetings. They 

can be used to mount display monitors, house I.T.

equipment and promote connectivity.


